
10 years 
guarantee

WUFI Listung
www.wufi.de

20 years guarantee 
on request

1413

Technical data Standards

Base cloth nonwoven Polyester

Coating Polyacrylate

Weight of polyacrylate protective layer 205 g/m2

Total weight 285 g/m2

Membrane properties
Tensile strengh (L/T):
> Initial
> �After aging 90 days at 70 °C and 5000

hours UV

280/265 N/5 cm
≥ 90 % of initial strength

EN 13859-2
EN 12311-1
EN 12311-1

Nail tear strengh (L/T) 175/175 N EN 12310-1

SD-value 0,05 m EN ISO 12572-C

Water penetration resistance:
> Initial
> �After aging 90 days at 70 °C and

5000 hours UV

W1
W1

EN 1928
EN 1928

Resistance to air leakage ca. 0,048 m3/h/m2 EN 12114

Cold bending strength -30 °C EN 1109

Flame retardancy

Euroclass C-s2,d0 EN 13501-1

Flame retardancy VKF 4.2* (RF 3) SN 198898

Assembly properties
Assembly breaking strength** 5 cm Glue 
Stamcoll N55 or 80 mm 2TAPE

Up to 100 % 
of membrane strength EN 12317-2

Climatic resistance
Imperviousness to water head 800 mm EN ISO 20811

Imperviousness to heavy rain 12 months for the façade membrane and accessories; for longer periods of exposure to weather, 
consultation is required; permanently UV-resistant.

Extreme working temperatures -40 °C / +80 °C

eco-bau evaluation

> �Highly suitable for Minergie (A-/P-)Eco
> �Complies with ECO BKP priority 1 Eco 1

Management systems

Quality : ISO 9001  •  Environment : ISO 14001

Certifications, labels, guarantees

Complies with SIA 232-2 
(Switzerland)

Packaging

Order number Roll Palett

Dimension m2 Number of rolls m2

Stamisol Advanced FA: 
6028104 26 lfm x 2,50 m 65 25 1625

Stamisol Advanced FA 2TAPE: 
6028107 26 lfm x 2,50 m 65 25 1625

(*) Valid only for orders and deliveries to Switzerland. 

(**) 100% of the value achieved at ambient temperature and under dry 
conditions. Adhesive strength depends on the conditions and the care 
taken during application. 

The mechanical properties listed above are average values with a tolerance 
of 10%. 

The product presentation details are provided for information purposes only 
and may be subject to change. For warranty application, please refer to the 
applicable warranty conditions.

Stamisol Advanced FA

The UV-resistant membrane for open, ventilated façades with joints of up 
to 50 mm and an open area of up to 50%*. 

Stamisol Advanced FA is designed for use behind open, ventilated façade 
claddings. In addition to providing long-term protection against water, 
wind, and UV radiation, a comprehensive range of system accessories 
ensures the creation of secure building envelopes.

Applications
- Rainscreen façades* with open joints
- Suitable for all types of substructures such as wood, metal, etc., as well as

façade systems in direct contact with thermal insulation
- Also available as Stamisol Advanced FA 2Tape, featuring two integrated 80

mm adhesive tapes with extreme adhesion in uncompromising Stamisol 
quality

- High fire safety thanks to compliance with RF2 standards
- Also ideal for installation in damp conditions or during winter conditions

Advantages
- High design flexibility with a dynamic appearance and strong depth effect
- Long-lasting UV resistance
- Resistant to extreme wind loads due to high tensile strength
- Permanent, reliable protection against water and wind
- Helps keep thermal insulation intact over a long period
- Minimises the risk of condensation thanks to high breathability
- 10-year system warranty
- 20-year system warranty available on request

Installation advantages
- Simple, fast and therefore cost-efficient installation
- System bonding on all supporting structures or using Stamcoll Tape

adhesive tapes
- Alternative: 2Tape version with adhesive tapes
- Comprehensive system accessories ensuring high reliability in detailing and

junctions
- Protection of the building envelope even in emergency situations: weather-

resistant for 12 months and UV-resistant until final cladding is installed

Stamisol 
Advanced FA Façade membrane

Colour

Optional configuration with 2TAPE

Black

PRODUCT INFORMATION & DOWNLOADS 

Product information, technical documen-
tation, installation instructions, and online 
ordering for prefabrication are available 
here


