
Coal**	 6013029

Honeysuckle	 6013034

Granite	 6013032

Iron	 6013033

White	 6013031	

Red	 6013040

1817

Extremely durable coloured membrane for open, ventilated façades with 
joints of up to 100 mm and an open area of up to 70%, as well as for 
translucent façades. 
 
With its extensive colour collection, Stamisol Extreme Color creates 
distinctive design accents and an attractive depth effect behind widely 
open façades such as timber, expanded metal, mesh screens, fibre cement 
panels, or transparent claddings made of polycarbonate or glass.

Stamisol 
Extreme Color

ColoursApplications
	- Claddings with very wide openings*
	- Transparent rainscreen façades such as polycarbonate or glass systems*
	- Suitable for all types of substructures such as wood, metal, etc.

Advantages
	- Maximum design freedom thanks to a wide colour range, high open area*, 

dynamic appearance, and distinctive depth effect
	- Outstanding, long-lasting UV resistance with reliable protection against 

water and wind, even under the most demanding conditions
	- Resistant to extreme wind loads due to high tear strength of both the 

membrane and adhesive bonding
	- Optionally available with enhanced fire protection as Stamisol Extreme Color 

HI-FR
	- 10-year system warranty
	- 20-year system warranty available on request

Installation advantages
	- Comprehensive system accessories (adhesives, nail seals, prefabricated 

components, etc.) ensuring high reliability in detailing and junctions
	- Reliable sealing of the building envelope even in emergency situations: 

weather-resistant for up to 24 months and UV-resistant until final cladding is 
installed

STAMISOL DESIGN SERVICE
Additional trend colours or custom design colours 
(including metallic finishes) available on request 
for projects from 1,300 m².

** Also available as Stamisol Extreme Color HI-FR with Euroclass fire 
classification B-s2,d0.

* Open area: Stamisol Extreme Color 70%, Stamisol 
Extreme Color HI-FR 50%.

Due to technical reasons, printed colours may differ from the actual shades of the Stamisol Extreme Color collection (original samples available on request) and are for 
informational purposes only.

Façade membrane

Stamisol Extreme Color
Stamisol Extreme Color Stamisol Extreme Color HI-FR

Technical data Standards

Base Cloth PES/Glass/PES PES/Glass/PES

Coating Polyacrylate Polyacrylate

Total weight 440 g/m2 800 g/m2 EN 1848-1

Membrane properties EN 13859-2
Tensile strengh (L/T):
> Initial
> �After aging 90 days at 70 °C and 

5000 hours UV

380/380 N/5 cm
300/300 N/5 cm

400/400 N/5 cm
340/340 N/5 cm

EN 12311-1

Nail tear strengh (L/T) 280/280 N 330/330 N EN 12310-1

SD-value ≈ 0.05 m ≈ 0.12 m EN ISO 12572-C

Water penetration resistance:
> Initial
> �After aging 90 days at 70 °C and 

5000 hours UV
W1
W1

W1
W1

EN 1928
EN 1928

Cold bending strength -30 °C -30 °C EN 1109

Flame retardancy

Euroclass EN 13501-1 E B-s2,d0 EN 13501-1

Flame retardancy
VKF 5.3*(RF 2)/SN 198898 —  

M2/NFP 92-507
VKF 5.3*(RF 2)/SN 198898 SN 198898

NFP 92-507

Additionnal data
Water pressure test > 600 mm > 600 mm

UV/Dampness resistance during 
construction 24 months for screen and accessories. Long-term resistance to UV radiation

Extreme working temperatures -40 °C / + 80 °C -40 °C / + 80 °C

eco-bau evaluation
> �Gut geeignet für Minergie  

(A-/P-)Eco
> �Entspricht 2. Priorität Eco-BKP

Eco 2

Management systems

Quality : ISO 9001  •  Environment : ISO 14001

Delivery time

Delivery time 4-6 weeks 4-6 weeks

Certifications, labels, guarantees

complies with 
SIA 232-2 

(Switzerland)

Packaging

Order number Roll Palett

Dimension m2 Number of rolls m2

see on the left page 26 lfm x 2,50 m 65 12 780

(*) Valid only for orders and deliveries within Switzerland.

The product presentation details are provided for informational purposes 
only and are subject to change. 
 
The mechanical properties listed above are average values with a tolerance 
of 10%. For warranty application, please refer to the applicable warranty 
conditions on page 39.

10 years 
guarantee

20 years guarantee 
on request

WUFI Listung
www.wufi.de

PRODUCT INFORMATION & DOWNLOADS 
 
Product information, technical documen-
tation, installation instructions, and online 
ordering for prefabrication are available 
here


