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Technical data Standards

Base cloth Polyester

Coating PVC

Total weight 500 g/m2

Membrane properties EN 13859-1
Tensile strength (L/T):
> �Initial
> �After aging 336 hours under UV

2500/1500 N/5 cm
≥ 90 % of initial strength

EN 12311-1
EN 12311-1

Nail tear strengh (L/T) 500/800 N EN 12310-1

SD-value 0,95 m EN ISO 1931

Water penetration resistance:
> �Initial
> �After aging 5.000 hours under UV

W1
W1

EN 1928
EN 1928

Cold bending strengh -40 °C EN 1109

Flame retardancy

Euroclass E EN 13501-1

Flame retardancy VKF 5.3* (RF 2) Version Brown / VKF 4.3* Version Ochre SN 198898

Welding

With a hot-air welding gun 20er Nozzle at 300 - 320 °C

With an automatic welding machine Full airflow at 300–320°C, at a feed rate of 2.7–3.0 m/min.

 
Assembly properties

> �Hot air welding
> �Hot air welding
> �Gluing with STAMCOLL N55 (50 mm)

1200/1000 N/5 cm with automated hot air welding (25 mm) 
700/600 N/5 cm with manual hot air welding (25mm)

700/600 N/5 cm STAMCOLL N55 (50 mm)

EN 12317-2
EN 12317-2
EN 12317-2

Climatic resistance
Imperviousness to water head 2800 mm EN ISO 20811

Imperviousness to heavy rain passed TU Berlin

UV/Dampness resistance during 
construction 24 months for screen and accessories. Long-term resistance to UV radiation

Extreme working temperatures -40 °C/+100 °C

eco-bau evaluation

> Meets the minimum requirements and 
exclusion criteria of Minergie-ECO. Eco Base

Management systems

Quality : ISO 9001  •  Environment : ISO 14001

Certifications, labels, guarantees

complies with 
SIA 232-1 (S)

Packaging

Order number Roll Palett

Stamisol Extreme Pack 500 Brown Dimension m2 Number of rolls m2

Stamisol Extreme Pack 500 6012349 25 lfm x 2,60 m 65 10 650

Stamisol Extreme Pack 500 6007593 250 lfm x 2,60 m 650 1 650

Stamisol Extreme Pack 500 Ochre

Stamisol Extreme Pack 500 6023996 25 lfm x 2,60 m 65 10 650

Stamisol Extreme Pack 500 6023994 250 lfm x 2,60 m 650 1 650

Stamisol Extreme Pack 500 6024553 25 lfm x 1,75 m 43,75 10 437,5

Stamisol Extreme Pack 500 6024552 250 lfm x 1,75 m 437,5 1 437,5

(*) Applies exclusively to orders and deliveries within Switzerland. (**) Guideline values based on joints produced in the workshop.

The information regarding the presentation of our products is provided for informational purposes only and may be subject to change. The mechanical 
properties stated above are average values with a tolerance of 10%. For the application of the warranty, please refer to the applicable warranty.

Stamisol Extreme Pack500

Most durable, homogeneously weldable roofing underlay membrane (for 
roof pitches down to 5°), suitable for use in the eaves area and available with 
cost-efficient prefabrication. Stamisol Extreme Pack 500, with its exceptio-
nal durability, is also suitable for use in high alpine environments. In addition 
to its flexible installation, this reinforced composite membrane stands out for 
its fast implementation through prefabrication.

Applications
	- Low-pitched roofs ≥ 5° and barrel roofs
	- Quality seal for roofing underlays exposed to extraordinary stress, awarded 

by Gebäudehülle Schweiz
	- Now available in 2 fire protection versions: ochre and brown
	- Suitable for all roof coverings (except unventilated slate roofing)
	- Compatible with PV and solar systems
	- Can be installed directly on insulation materials and is suitable for all roof 

constructions
	- Can even be used in the eaves area of low-pitched roofs in high alpine 

regions without additional protective measures: 5000 h UV resistance 
according to EN 13859-1 (EN standard requirement: only 336 h)

Advantages
	- Exceptionally long service life
	- Permanently UV-resistant and highly breathable
	- Outstanding mechanical strength
	- Resistant to driving rain
	- 10-year system warranty

Installation advantages
	- Optional factory prefabrication for rapid roof sealing, now also available for 

online ordering
	- Weldable at all outdoor temperatures; bondable from 5°C
	- Reliable temporary roof system with exposure resistance of up to 24 months
	- Comprehensive system accessories (adhesives, nail seals, prefabricated 

components, etc.)
	- Compatible with all substrates
	- High walkability safety even without boarding/sheathing (DIN 4426)

Colours

Ochre VKF 4.3	

Stamisol 
Extreme Pack500 Roofing membrane

Brown VKF 5.3 (RF 2)	


