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BEST PRICE GUARANTEE
Alternative: Stamisol FI (previ-
ous version) for use behind 
closed or open ventilated 
façades (joints up to 15 mm or 
10% open area).

10 years 
guarantee

WUFI Listung
www.wufi.de
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Stamisol Perform FI

Technical data Standards

Base cloth nonwoven polyester

Coating Polyacrylate

Weight of polyacrylate protective layer 50 g/m2

Total weight 145 g/m2

Membranes properties EN 13859-2
Tensile strengh (L/T):
> Initial
> �After aging 90 days at 70 °C and

5000 hours UV

280/230 N/5 cm
> 90 % of initial strength

EN 12311-1

Nail tear strengh (L/T) 200/220 N EN 12310-1

SD-value 0.15 m EN ISO 12572-C

Water penetration resistance:
> Initial
> �After aging 90 days at 70 °C and

5000 hours UV
W1
W1

EN 1928
EN 1928

Cold bending strength -40 °C EN 1109

Flame retardancy

Euroclass B-s1,d0 EN 13501-1

Flame retardancy VKF 5.3(RF 2) SN 198898

Assembly properties
Assembly breaking strength** 5 cm Glue 
Stamcoll N55 or 80 mm 2TAPE

Up to 100 % 
of membrane strength EN 12317-2

Climatic resistance
Imperviousness to water head > 7000 mm EN ISO 20811

Imperviousness to heavy rain UV-resistant; cladding must be installed within 6 months.

Extreme working temperatures -40 °C / +80 °C

eco-bau evaluation
> �Well suited for Minergie (A-/P-)ECO
> �Complies with ECO BKP second-

priority classification
Eco 2

Management systems

Quality : ISO 9001  •  Environment : ISO 14001

Certifications, labels, guarantees

complies with SIA 232-2 
(Switzerland)

Packaging 

Order number Roll Palett

Dimension m2 Number of rolls m2

Stamisol Perform FI: 
6017432 40 lfm x 2,50 m 100 16 1.600

Stamisol Perform FI 2Tape: 
6017435 40 lfm x 2,50 m 100 16 1.600

(**) 100% of the value is achieved at ambient temperature and under 
dry conditions. Adhesive bond strength depends on site conditions and 
the care taken during installation. 

The mechanical properties stated above are average values with a 
tolerance of 10%. 

The information regarding the presentation of our products is provided for 
informational purposes only and is subject to change. For the application of the warranty, please refer to the applicable warranty conditions.

Optional configuration with 2TAPE

Fire-resistant membrane for open, ventilated façades with joints of up to 30 
mm and an open area of up to 30%. 

Stamisol Perform FI is designed for use behind closed or open ventilated 
façades and stands out due to its high fire performance classification B-s1, 
d0. It provides long-lasting protection against water and wind through 
a comprehensive system, while also supporting the performance of the 
insulation.

Applications
- Classic wind barrier membrane for closed or open façades with joints of up 

to 30 mm
- Suitable for all types of substructures such as wood, metal, etc.
- Suitable for façade constructions in direct contact with thermal insulation
- Also available as Stamisol Perform FI 2Tape with two integrated 80 mm 

adhesive tapes, offering extreme adhesion in uncompromising Stamisol
quality

- Ideal for installation even in humid conditions or during winter periods

Advantages
- For mid-rise buildings and open façades with high fire safety requirements

Wind-tight (membrane and joints)
- Long-lasting, effective protection of thermal insulation
- Reduced condensation risk thanks to high vapour permeability
- 10-year system warranty

Installation advantages
- Simple, fast, and therefore cost-effective installation using system bonding

or Stamcoll Tape
- Alternative: 2Tape version with integrated 80 mm adhesive tapes
- Comprehensive system accessories ensuring high reliability in detailing
- Maximum exposure period of 6 months

Stamisol 
Perform FI  Façade membrane

PRODUCT INFORMATION & DOWNLOADS 

Product information, technical documentati-
on, installation instructions, and online 
ordering for prefabrication are available 
here


