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Technical data Standards

Base cloth Glass fabric

Coating Elastomer

Total weight 310 g/m2

Roll width 265 cm

Roll length 20 m

Membrane properties EN 13859-1
Tensile strengh (L/T):
> Initial
>After aging 90 days at 70 °C and
5.000 hours UV

1600/2000 N/5 cm
1300/1300 N/5 cm

EN 13859-2 
EN 12311-1

Nail tear strengh (L/T) 220/220 N EN 12310-1

SD-value ≈ 0,12 m EN ISO 1931

Water penetration resistance:
> Initial
> �After aging 90 days at 70 °C and

5000 hours UV

W1
W1

EN 13859/2
EN 1928

Cold bending strength -40 °C EN 1109

Flame retardancy

Euroclass A2-s1,d0 EN 13501-1

Flame retardancy VKF 6q.3 / RF1
VKF Technical information N° 30809 SN 198898

Higher heating value (PCS) < 3,0 MJ/kg EN ISO 1716

Climatic resistance
Imperviousness to water head 7.000 mm EN ISO 20811

Imperviousness to heavy rain UV-resistant; installation of PV modules must be completed within 6 months.

Extreme working tempatures -40 °C/+250 °C

eco-bau evaluation
> Highly suitable for Minergie (A-/P-)ECO
> �Complies with ECO BKP first-priority

classification
Eco 1

Management systems

Quality : ISO 9001  •  Environment : ISO 14001

Certifications, labels, guarantees

complies with SIA 232-1 
(Switzerland)

Packaging 

Order number Roll Palett

Dimension m2 Number of rolls m2

Stamisol Safe One 
6021756 20 lfm x 2,65 m 53 25 1325

The information regarding the presentation of our products is provided for 
informational purposes only and is subject to change. The mechanical 
properties stated above are average values with a tolerance of 10%. 
For the application of the warranty, please refer to the applicable warranty 
conditions

Stamisol Safe One

Breathable membrane for use under photovoltaic systems on roofs. 

Stamisol Safe One offers a high level of safety under photovoltaic modules 
thanks to its very high temperature resistance of up to 250°C. This provides 
sufficient safety reserves even under strong heat exposure, ensuring reliab-
le roof waterproofing and weather protection, backed by a comprehensive 
10-year warranty.

Stamisol
Safe One

Applications
- Low-pitched roofs ≥ 15°
- Sub-roof requirement categories of Gebäudehülle Schweiz: for increased

stress conditions
- Specifically designed for photovoltaic systems due to heat resistance up to

250°C.

Advantages
- Reliable sealing of the building envelope with maximum fire safety at the

same time
- W1 rating for water tightness
- The high level of diffusion capability (breathability to BS5250 standards)
- Minimises the risk of condensation and therefore keeps the insulation
- Intact for a long time and ensures a pleasant indoor climate
- Completely new design options for rear-ventilated curtain façades in high-

rise construction

Installation advantages
- Complete system consisting of membrane, perfectly matched adhesives, 

and accessories for detailing
- Connection bonding also possible with other Stamisol underlay membranes
- The low weight, high flexibility and robustness, as well as easy cleaning and 

high scratch resistance, make Stamisol Safe One particularly installation-
friendly and efficient

- Secure waterproofing of the building envelope even in emergency situations: 
UV-resistant; installation of PV modules must be completed within 6 months

- Installation in vertical position only!

Roofing membrane

Black

Colour

PRODUCT INFORMATION & DOWNLOADS 

Product information, technical documentati-
on, installation instructions, and online 
ordering for prefabrication are available here




